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ABOUT THE MANUFACTURER

PRANA is the author and manufacturer of a number of modern technologies in the fi eld of energy saving. 
For 11 years, under the PRANA trademark, complex energy-effi cient ventilation solutions have been bringing 
comfort and saving money.

Today, PRANA produces the fi fth generation of air recuperators based on a copper heat exchanger. The 
engineers have their own climate laboratory, which allows them to develop and introduce new proven models 
to the market.

Experienced engineers of the company will help to design ventilation, taking into account modern national 
and European standards and requirements, climatic conditions and personal wishes of the customer, in 
premises for any purpose.

AS A RESULT:

Prana recuperators do not just ventilate the room, but create a constant air exchange with maximum 
energy effi ciency to maintain a healthy microclimate.

Air fl ows through a copper heat exchanger located inside the working module, and are separated from 
each other both inside the working module and at the "inlet-outlet" without mixing.  

In the PRANA ventilation system, warm exhaust air removed from the room heats the fresh, cold air 
coming in from the outside. It is possible to install fi lters.

PRINCIPLES OF OPERATION OF THE PRANA RECUPERATOR
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MAIN ADVANTAGES OF THE PRANA RECUPERATOR

COMPACT DIMENSIONS:  the diameter of the working module body is 160, 210, 260, 350 mm. The length is 
selected,
depending on the wall thickness.

COPPER HEAT EXCHANGER: due to the heat transfer coeffi cient of the heat exchanger material, it provides 
high and stable effi ciency. The natural antiseptic properties of copper prevent the spread of the spread of 
bacteria and germs through the ventilation system.

RECOVERY EFFICIENCY OF UP TO 98%: achieved by the passage of counter exhaust and supply air fl ows that 
do not mix with each other through a copper heat exchanger (recuperator).

QUICK AND EASY INSTALLATION: installation of a PRANA household recuperator takes an average of up 
to two hours and is carried out without disrupting the repair. The diamond drilling method is used to drill a 
through hole to the street, into which the working module is installed on the mounting foam or other sealant 
module is installed. Only the inner and outer covers of the recuperator remain visible: one inside the and the 
other on the facade.

ACCESSIBILITY AND EASE OF MAINTENANCE: household systems are a monoblock and are not diffi cult to 
maintain.

CONVENIENT AND SIMPLE CONTROL SYSTEM: remote control, as well as control via Android and iOS mobile 
application, and also supports automatic operation (depending on the confi guration).

NIGHT MODE: silent (household systems).

THE WARRANTY PERIOD IS 24 MONTHS. Installed life is 10 years.

THE BEST RATIO: "price-quality".

OUR PRINCIPLES

ECOLOGY: the equipment (the process of its production and operation) provides for the absence of any 
harmful effects on the environment.

ENERGY EFFICIENCY: Reducing the energy losses of the building for the ventilation system by transferring 
the thermal energy of the exhaust air to the supply air.

HOUSING SERIES

These models are used in domestic facilities (private apartments, houses, offi ces, etc, educational and 
preschool institutions, etc.). The case is thermally insulated. An additional function is "mini heating". The 
recuperator is controlled by a remote control or a mobile application.

INDUSTRIAL SERIES

Models  of  the industrial series are used in public and industrial facilities: shopping malls, sports and 
entertainment centers, swimming pools, agricultural facilities and other premises to ensure the necessary 
air exchange.
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  FANS are tested and certifi ed by TÜV SÜD Product 
Service GmbH.

QUALITY:  The quality management system at the 
enterprise complies with international standard ISO 

9001:2015, tested and certifi ed by SGS S.A.
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RECUPERATOR PRANA ORIGAMI 150 STANDARD

recuperators

MODEL RANGE: HOUSEHOLD SERIES

Diameter of the mounting hole, mm
Length of the working module, mm

≥162
≥450

Air exchange, m³/h 5/14/21/32/52/70*

Efficiency, % up to 98

Noise 3m (Lpa3m), dBA from 8

Ventilation consumption**, W•h
Full consumption***, W•h

from 3,2
74

RECUPERATOR PRANA ORIGAMI 200G STANDARD

*

*

Diameter of the mounting hole, mm
Length of the working module, mm

≥220
≥440

Air exchange, m³/h 5/20/28/38/65/85*

Efficiency, % up to 97

Noise 3m (Lpa3m), dBA from 8

Ventilation consumption**, W•h
Full consumption***, W•h

from 3,2
74

*Boost mode, an unregulated mode, is not recommended for continuous 

use.

**Electrical power consumption of the fan drive, including any motor 

control equipment.

***Total consumption of the appliance as standard.

Temperature sensor 3 - Supply air temperature before recovery, 0С.

The technical characteristics of the ventilation system have been 

tested and confirmed in an independent testing laboratory IMQ S.p.A. 
according to international standard EN 13141-8:2014

*Boost mode, an unregulated mode, is not recommended for continuous 

use.

**Electrical power consumption of the fan drive, including any motor 

control equipment.

***Total consumption of the appliance as standard.

Temperature sensor 3 - Supply air temperature before recovery, 0С.

The technical characteristics of the ventilation system have been 

tested and confirmed in an independent testing laboratory IMQ S.p.A. 
according to international standard EN 13141-8:2014

System configuration PRANA - 150
STANDARD

Temperature sensor 3 +

Separate control of the engines +

Sleep timer +

Support for Bluetooth, WI-FI +

Function "Mini - heating" +

Function "Winter mode" +

Date and clock +

System configuration PRANA - 200G
STANDARD

Temperature sensor 3 +

Separate control of the engines +

Sleep timer +

Support for Bluetooth, WI-FI +

Function "Mini - heating" +

Function "Winter mode" +

Date and clock +

Control system: remote control or

mobile application.

11:59

AUTO

Control system: remote control or

mobile application.

11:59

AUTO


























